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Module No.: PIC-1010SMB 
 

1. Features:        Dimensions 
¾ Miniature size 
¾ Built-in exclusive IC 
¾ Wide half angle & long reception 

distance 
¾ Good noise-proof capability 
¾ High immunity against ambient light
¾ High protection ability to EMI 
¾ Back Metal Cover 
¾ Side view 
¾ Mesh 
¾ Wide voltage operating: 2.7V ~ 6.5V
 

2. Applications 
� AV instruments (Audio, TV, VCR, 

CD player) 
� Home appliances (Air-conditioner, 

Fan, Light.) 
� Remote control for wireless devices 
 

3. Absolute Maximum Ratings       (Ta=25°C) 
Parameter Symbol Ratings Unit 
Supply Voltage Vcc 7.0 V 
Operating Temperature Topr -10 ~ +60 °C 
Storage Temperature Tstg -20 ~ +75 °C 
Soldering Temperature *1 Tsol 260 °C 
*1 At the position of 2mm from the bottom of the package within 5 seconds. 
 
4. Electro-optical Characteristics        (Ta=25°C) 
Parameter Symbol Conditions Min. Typ. Max. Unit
Supply voltage Vcc  2.7 3.0 6.5 V 
Current Consumption Icc Input Signal = 0  0.8 1.5 mA
Reception Distance d 200±5Lux,Vcc=3.0V 10 16  m 
Half Angle ∆θ   ±45  deg
B.P.F. Center Frequency Fo   37.9  kHz
Peak Wavelength λp   940  nm 
Signal Output So  --- Active Low ---  
High Level Output Voltage Voh  Vcc-0.5   V 
Low Level Output Voltage Vol   0.2 0.4 V 
High Level Pulse Width Twh 500 600 700 µs 
Low Level Pulse Width Twl Burst Wave = 600µs 500 600 700 µs 
 
5. Reliability Test Items         (Ta=25°C) 
Test Items Test Conditions Ratings 
High Temperature Storage Ta=60°C, Vcc=3.0V t=240hr. 
Low Temperature Storage Ta=-10°C, Vcc=3.0V t=240hr. 
High Temperature High Humid Storage Ta=40°C, 90%RH, Vcc=3.0V t=240hr. 
Temperature Cycling -20°C (30min) ~ +75°C (30min) 20 cycles 
Soldering Heat 260±5°C 5 sec. 
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In case of noisy power supply, please serially insert 100Ω resistor and about 47µF electrolytic 
capacitor in Vcc line and ground as follows:- 
  

R1=22kΩ 
R2=47Ω~100Ω 
C1=47µF~100µF 

 

 
Block Diagram 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Standard Inspection 
Among electrical characteristics, total quantity will be inspected as below:- 
~ Distance between emitter and detector 
~ Current consumption 
~ H level output voltage 
~ L level output voltage 
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Testing Method 
 
Distance between emitter and 
detector specifies maximum distance 
that output waveform satisfies the 
standard (FIG-3) under the conditions 
below against the standard 
transmitter. 
 
a. Measuring place 
 Indoor without extreme reflection 

of light. 

b. Ambient light source 
 Detecting surface illumination is 

200±5Lux under ordinary white 
fluorescence lamp of no high 
frequency lightning. 

c. Standard transmitter 
 Transmitter wave indicated in 

FIG-2 of standard transmitter is 
arranged to satisfy Vo≥50mVp-p 
under the measuring circuit 
specified in FIG-3 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Precautions for Use 
a. Store and use where there is no force causing transformation or change in quality. 
b. Store and use where there is no corrosive gas or sea (salt) breeze. 
c. Store and use where there is no extreme humidity. 
d. Solder the lead pin within the condition of ratings. After soldering, do not add exterior 

force. 
e. Do not wash this device. Wipe the stains of diode side with a soft cloth. You can use the 

solvent, ethyl alcohol, or methyl alcohol only. 
f. To prevent static electricity damage to the pre-amp, make sure that the human body, the 

soldering iron are connected to ground before using. 
 



 SUNSTAR实业集团是集研发、生产、工程、销售、代理经销 、技术咨询、信息服务等为一体的高科技企

业，是专业高科技电子产品生产厂家，是具有 10 多年历史的专业电子元器件供应商，是中国最早和最大的

仓储式连锁规模经营大型综合电子零部件代理分销商之一,是一家专业代理和分銷世界各大品牌IC芯片和

電子元器件的连锁经营綜合性国际公司。在香港、北京、深圳、上海、西安、成都等全国主要电子市场设

有直属分公司和产品展示展销窗口门市部专卖店及代理分销商，已在全国范围内建成强大统一的供货和代

理分销网络。 我们专业代理经销、开发生产电子元器件、集成电路、传感器、微波光电元器件、工控机

/DOC/DOM电子盘、专用电路、单片机开发、MCU/DSP/ARM/FPGA软件硬件、二极管、三极管、模块等，

是您可靠的一站式现货配套供应商、方案提供商、部件功能模块开发配套商。专业以现代信息产业（计算

机、通讯及传感器）三大支柱之一的传感器为主营业务，专业经营各类传感器的代理、销售生产、网络信

息、科技图书资料及配套产品设计、工程开发。我们的专业网站——中国传感器科技信息网（全球传感器

数据库） www.SENSOR-IC.COM 服务于全球高科技生产商及贸易商，为企业科技产品开发提供技术交流

平台。欢迎各厂商互通有无、交换信息、交换链接、发布寻求代理信息。欢迎国外高科技传感器、变送器、

执行器、自动控制产品厂商介绍产品到 中国，共同开拓市场。本网站是关于各种传感器-变送器-仪器仪表

及工业自动化大型专业网站,深入到工业控制、系统工程计 测计量、自动化、安防报警、消费电子等众多

领域，把最新的传感器-变送器-仪器仪表买卖信息,最新技术供求,最新采购商,行业动态，发展方向，最新

的技术应用和市场资讯及时的传递给广大科技开发、科学研究、产品设计人员。本网站已成功为石油、化

工、电力、医药、生物、航空、航天、国防、能源、冶金、电子、工业、农业、交通、汽车、矿山、煤炭、

纺织、信息、通信、IT、安防、环保、印刷、科研、气象、仪器仪表等领域从事科学研究、产品设计、开

发、生产制造的科技人员、管理人员 、和采购人员提供满意服务。 我公司专业开发生产、代理、经销、

销售各种传感器、变送器、敏感元器件、开关、执行器、仪器仪表、自动化控制系统： 专门从事设计、生

产、销售各种传感器、变送器、各种测控仪表、热工仪表、现场控制器、计算机控制系统、数据采集系统、

各类环境监控系统、专用控制系统应用软件以及嵌入式系统开发及应用等工作。如热敏电阻、压敏电阻、

温度传感器、温度变送器、湿度传感器、 湿度变送器、气体传感器、 气体变送器、压力传感器、 压力变

送、称重传感器、物（液）位传感器、物（液）位变送器、流量传感器、 流量变送器、电流（压）传感器、

溶氧传感器、霍尔传感器 、图像传感器、超声波传感器、位移传感器、速度传感器、加速度传感器、扭距

传感器、红外传感器、紫外传感器、 火焰传感器、激光传感器、振动传感器、轴角传感器、光电传感器、

接近传感器、干簧管传感器、继电器传感器、微型电泵、磁敏（阻）传感器 、压力开关、接近开关、光电

开关、色标传感器、光纤传感器、齿轮测速传感器、 时间继电器、计数器、计米器、温控仪、固态继电器、

调压模块、电磁铁、电压表、电流表等特殊传感器 。 同时承接传感器应用电路、产品设计和自动化工程

项目。 

欢迎索取免费详细资料、设计指南和光盘 ；产品凡多，未能尽录，欢迎来电查询。 

更多产品请看本公司产品专用销售网站: 

中国传感器科技信息网：http://www.sensor-ic.com/工控安防网：http://www.pc-ps.net/ 

电子元器件网：http://www.sunstare.com/微波光电产品网:HTTP://www.rfoe.net/ 

消费电子产品网://www.icasic.com/军工产品网:http://www.junpinic.com/ 

实业科技产品网://www.sunstars.cn/传感器销售热线：  

    电话：0755-83607652 83376489 83376549 83370250   83370251    

    传真：0755-83376182  （0）13902971329  MSN: SUNS8888@hotmail.com 

    邮编：518033   E-mail:szss20@163.com     QQ: 195847376  

    技术支持: 0755-83394033 13501568376 
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