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SC0074 for the Detection of Ethanol Vapors in Airs

Features:                              Application:

· No heater and low power consumption   ※ the breath alcohol detector

· Wide detection range

· High sensitivity

· Fast response

· Long life and low cost

· Uses simple electrical circuit

· Small size

The sensing element is comprised of SnO2 multi-crystalloid appending propriety extender. It has tiny pearl structure, in the presence of ethanol vapors in airs. A simple electrical circuit can convert the change in conductivity to an output signal which corresponds to the alcohol concentration.

SC0074 has high sensitivity to low concentrations of ethanol vapors in air. It is be used in the breath alcohol detector. We also supply a microprocessor and special software for handing the sensor’s signal for application.

The figure below represents typical sensitivity characteristics, all data having been gathered at standard test conditions,. Y-axis is indicated as sensor’s out Vo.
Sensitivity Characteristics:
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The figure below represents typical temperature and humidity dependency characteristics. Again, the Y-axis is indicated as sensor’s out Vo.
Temperature/Humidity Dependency:
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Important Note: Operation conditions in which SC0074 are used will vary with each customer’s specific applications, we strongly recommends consulting our technical staff before deploying TP-3 in your application and in particular, when customer’s target gases are not listed herein. We can’t assume any responsibility for any use of its sensors in a product or application for which sensor has not been specifically tested by us.
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Basic Measuring Circuit:

The sensor requires only one voltage inputs VI.                    

The RL is a load resistor which is connected in 

series with the sensor. DC voltage is required 

for the circuit voltage since the sensor has 

polarity. Vo is applied to allow measurement 

of voltage across a load resistor (RL).

Specifications:

	Model Number
	SC0074

	Target Gases
	C2H5OH(ethanol)

	Typical Detection Range
	30~500ppm ethanol vapors

	Standard Circuit Conditions
	Circuit Voltage
	VI
	7.5V DC

	
	Load Resistance
	RL
	51Ω

	Electrical Characteristics under Standard Test Condition
	Power Consumption
	Ps
	≤150mW

	
	Circuit Current
	IS
	≤15mA

	Standard Test Conditions
	Test Gas Condition
	Normal air at 20±2℃
65±5%RH

	
	Circuit Conditions
	6~8 V DC

	
	Conditioning period before test
	≤20 s


The value of power consumption (Ps) can be calculated by utilizing the following formula: Ps=Vo/RL·VI.
Structure and Dimensions:

Notes:

· Do not use it reversedly. The mark in the cap indicates the negative pole.

欢迎索取免费详细资料、设计选型指南和光盘、样品；产品繁多未能尽录，欢迎来电查询。
中国传感器科技信息网：HTTP：//WWW.SENSOR-IC.COM/
工控安防网：HTTP：//WWW.PC-PS.NET/ 
消费电子专用电路网：HTTP://WWW.SUNSTARE.COM/
E-MAIL： xjr5@163.com  szss20@163.com 
MSN: suns8888@hotmail.com
QQ:195847376
地址： 深圳市福田区福华路福庆街鸿图大厦1602室    
电话：0755-83778810 83394033 83376282 83387030  83387016 
传真：0755-83376182  83338339   邮编：518033  手机：(0)13902971329
深圳展销部：深圳华强北路赛格电子市场2583号  TEL/FAX：0755-83665529  13823648918 FAX:0755-82914956
北京分公司：北京海淀区知春路132号中发电子大厦3097号
TEL：010-81159046  82615020  13823791822  FAX：010-62543996  
上海分公司：上海市北京东路668号上海賽格电子市场地下一层D25号 
TEL：021-28311762  56703037  13823676822  FAX：021-56703037
西安分公司：西安高新开发区20所(中国电子科技集团导航技术研究所)  
　　　　　      西安劳动南路88号电子商城二楼D23号  
TEL：029-81022619  13072977981  FAX:029-88789382
成都：TEL:(0)13717066236
技术支持：0755-83394033 13501568376
 SUNSTAR商斯达实业集团是集研发、生产、工程、销售、代理经销 、技术咨询、信息服务等为一体的高科技企业，是专业高科技电子产品生产厂家，是具有10多年历史的专业电子元器件供应商，是中国最早和最大的仓储式连锁规模经营大型综合电子零部件代理分销商之一,是一家专业代理和分銷世界各大品牌IC芯片和電子元器件的连锁经营綜合性国际公司。在香港、北京、深圳、上海、西安、成都等全国主要电子市场设有直属分公司和产品展示展销窗口门市部专卖店及代理分销商，已在全国范围内建成强大统一的供货和代理分销网络。 我们专业代理经销、开发生产电子元器件、集成电路、传感器、微波光电元器件、工控机/DOC/DOM电子盘、专用电路、单片机开发、MCU/DSP/ARM/FPGA软件硬件、二极管、三极管、模块等，是您可靠的一站式现货配套供应商、方案提供商、部件功能模块开发配套商。专业以现代信息产业（计算机、通讯及传感器）三大支柱之一的传感器为主营业务，专业经营各类传感器的代理、销售生产、网络信息、科技图书资料及配套产品设计、工程开发。我们的专业网站——中国传感器科技信息网（全球传感器数据库） www

 HYPERLINK "http://www.sensor-ic.com/" .SENSOR-IC.COM 服务于全球高科技生产商及贸易商，为企业科技产品开发提供技术交流平台。欢迎各厂商互通有无、交换信息、交换链接、发布寻求代理信息。欢迎国外高科技传感器、变送器、执行器、自动控制产品厂商介绍产品到 中国，共同开拓市场。本网站是关于各种传感器-变送器-仪器仪表及工业自动化大型专业网站,深入到工业控制、系统工程计 测计量、自动化、安防报警、消费电子等众多领域，把最新的传感器-变送器-仪器仪表买卖信息,最新技术供求,最新采购商,行业动态，发展方向，最新的技术应用和市场资讯及时的传递给广大科技开发、科学研究、产品设计人员。本网站已成功为石油、化工、电力、医药、生物、航空、航天、国防、能源、冶金、电子、工业、农业、交通、汽车、矿山、煤炭、纺织、信息、通信、IT、安防、环保、印刷、科研、气象、仪器仪表等领域从事科学研究、产品设计、开发、生产制造的科技人员、管理人员 、和采购人员提供满意服务。 我公司专业开发生产、代理、经销、销售各种传感器、变送器、敏感元器件、开关、执行器、仪器仪表、自动化控制系统： 专门从事设计、生产、销售各种传感器、变送器、各种测控仪表、热工仪表、现场控制器、计算机控制系统、数据采集系统、各类环境监控系统、专用控制系统应用软件以及嵌入式系统开发及应用等工作。如热敏电阻、压敏电阻、温度传感器、温度变送器、湿度传感器、 湿度变送器、气体传感器、 气体变送器、压力传感器、 压力变送、称重传感器、物（液）位传感器、物（液）位变送器、流量传感器、 流量变送器、电流（压）传感器、溶氧传感器、霍尔传感器 、图像传感器、超声波传感器、位移传感器、速度传感器、加速度传感器、扭距传感器、红外传感器、紫外传感器、 火焰传感器、激光传感器、振动传感器、轴角传感器、光电传感器、接近传感器、干簧管传感器、继电器传感器、微型电泵、磁敏（阻）传感器 、压力开关、接近开关、光电开关、色标传感器、光纤传感器、齿轮测速传感器、 时间继电器、计数器、计米器、温控仪、固态继电器、调压模块、电磁铁、电压表、电流表等特殊传感器 。 同时承接传感器应用电路、产品设计和自动化工程项目。
更多产品请看本公司产品专用销售网站:
商斯达中国传感器科技信息网：http://www.sensor-ic.com/
商斯达工控安防网：http://www.pc-ps.net/
商斯达电子 元器件网：http://www.sunstare.com/
商斯达微波光电产品网:HTTP://www.rfoe.net/
商斯达消费电子产品网://www.icasic.com/
商斯达军工产品网:http://www.junpinic.com/
商斯达实业科技产品网://www.sunstars.cn/传感器销售热线：
    地址：深圳市福田区福华路福庆街鸿图大厦1602室

    电话：0755-83607652 83376489 83376549 83370250   83370251   82500323

    传真：0755-83376182  （0）13902971329  MSN: SUNS8888@hotmail.com
    邮编：518033   E-mail:szss20@163.com     QQ: 195847376
    深圳赛格展销部：深圳华强北路赛格电子市场2583号 电话：0755-83665529   13823648918 FAX:0755-82914956
    技术支持: 0755-83394033 13501568376

欢迎索取免费详细资料、设计指南和光盘 ；产品凡多，未能尽录，欢迎来电查询。
    北京分公司：北京海淀区知春路132号中发电子大厦3097号
               TEL：010-81159046  82615020  13823791822  FAX：010-62543996  
    上海分公司：上海市北京东路668号上海賽格电子市场D125号 
               TEL：021-28311762  56703037  13823676822  FAX：021-56703037
    西安分公司：西安高新开发区20所(中国电子科技集团导航技术研究所)  
　　　　　      西安劳动南路88号电子商城二楼D23号  
            TEL：029-81022619  13072977981  FAX:029-88789382
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Sheet1

				1#		2#		3#		4#		5#		6#		7#		8#		9#		10#

		0ppm		0.92		1.26		1.11		1.21		1.13		1.27		1.12		1.36		0.85		1.17		11.4

		30ppm		1.2		1.8		1.52		1.77		1.41		1.76		1.58		1.72		1.25		1.6		15.61

		104ppm		1.5		2.23		1.88		2.21		1.71		2.04		2.1		2.09		1.72		1.96		19.44

		130ppm		1.6		2.35		1.96		2.36		1.82		2.14		2.37		2.38		1.88		2.05		20.91

		286ppm		1.84		2.86		2.21		2.83		2.06		2.57		2.58		2.66		2.26		2.43		24.3

		416ppm		1.91		2.98		2.32		2.93		2.27		2.74		2.72		2.79		2.55		2.55		25.76

		520ppm		2.03		3.18		2.49		3.18		2.48		3.15		2.94		3		2.72		2.76		27.93





图表1

		0ppm		0ppm		0ppm		0ppm		0ppm		0ppm		0ppm		0ppm

		30ppm		30ppm		30ppm		30ppm		30ppm		30ppm		30ppm		30ppm

		104ppm		104ppm		104ppm		104ppm		104ppm		104ppm		104ppm		104ppm

		130ppm		130ppm		130ppm		130ppm		130ppm		130ppm		130ppm		130ppm

		286ppm		286ppm		286ppm		286ppm		286ppm		286ppm		286ppm		286ppm

		416ppm		416ppm		416ppm		416ppm		416ppm		416ppm		416ppm		416ppm

		520ppm		520ppm		520ppm		520ppm		520ppm		520ppm		520ppm		520ppm
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图表3
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Sheet2

				2#		3#		4#		5#		6#		7#		8#		10#				A#

		0ppm		1.26		1.11		1.21		1.13		1.27		1.12		1.36		1.17		9.63		1.2

		30ppm		1.8		1.52		1.77		1.41		1.76		1.58		1.72		1.6		13.16		1.645

		104ppm		2.23		1.88		2.21		1.71		2.04		2.1		2.09		1.96		16.22		2.03

		130ppm		2.35		1.96		2.36		1.82		2.14		2.37		2.38		2.05		17.43		2.18

		286ppm		2.86		2.21		2.83		2.06		2.57		2.58		2.66		2.43		20.2		2.53

		416ppm		2.98		2.32		2.93		2.27		2.74		2.72		2.79		2.55		21.3		2.66

		520ppm		3.18		2.49		3.18		2.48		3.15		2.94		3		2.76		23.18		2.9





Sheet3

		酒精		显示		电压		IC

		30ppm		0.01		1.48		4b

		54ppm		0.02		1.73		58

		79ppm		0.03		1.9		61

		104ppm		0.04		2.02		67

		130ppm		0.05		2.11		6b

		156ppm		0.06		2.19		6f

		182ppm		0.07		2.26		73

		208ppm		0.08		2.32		76

		234ppm		0.09		2.37		79

		260ppm		0.1		2.41		7b

		286ppm		0.11		2.46		7d

		312ppm		0.12		2.5		7f

		338ppm		0.13		2.54		81

		364ppm		0.14		2.57		83

		390ppm		0.15		2.6		85

		416ppm		0.16		2.63		86

		442ppm		0.17		2.65		87

		468ppm		0.18		2.67		88

		494ppm		0.19		2.69		89

		520ppm		0.2		2.72		8a






